
MİTES PETROL EKİPMANLARI VE ÖLÇÜM SİSTEMLERİ A.Ş.
Karacaoğlan Mah. Bornova Cad. No:14/9 Bornova-İzmir  

+90 232 472 09 00  -  mites@mites.com.tr

�������
�������



��������

������� ������ �������� ���� ��������� ��� �� ����� ���
�����������������
	���������������������������������
������������������������������������������	������
������ ��� ����� ��������� ��� ���� ������� ����� ��� ����
�����������������������������������������������������
������� ��� ���� ����������� ��� 
	������������ ��� ������
�������������� ����������� ���������� �����������
���� ������ ��� �������� ������������ ��������� 
��
������ ���  ������ ���� ��� ����� ���� ���������� ����
���� ��� ������� ���������� ��������� ����
������������ �������� 
����� ���������� ����
��������������� ���� ���� �������� �������� ���

	������������ ������� ���� 
	���� ����� ����� ����
������� ������������ ����� �� ������ ����� ��� ������
������������������������������������������������
������������ �������� ��� ��� ���������������������������
������������������������������������������������������
���� ��� ��������� ��� ���� 
	���� ����� ����� ������������
���� ������� ��������� ����� ��� ����� ���������� ����
������������ ��� �������� ����� �� ����� ������������

���������� ���������� ������� ����������
����������������������������������������������
������������������������������������������



�����

�����������������

������������������������������

�������������������


��	�����������



�������
���������



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



����������������
��������

���������



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������������������
���������

The Work We Know



������������
���������



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



���������������������

The Work We Know



������
���������



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know



�����������������

The Work We Know




	kodx_product_title: LEDOPY 12 LED 75W 120 DEGREE WIDE – CANOPY LUMINAIRE
	kodx_product_description: 
	kodx_product_specs_title_0: 
	kodx_product_specs_title_1: 
	kodx_product_specs_title_2: 
	kodx_product_specs_title_3: 
	kodx_product_specs_title_4: 
	kodx_product_specs_title_5: 
	kodx_product_specs_title_6: 
	kodx_product_specs_title_7: 
	kodx_product_specs_title_8: 
	kodx_product_specs_title_9: 
	kodx_product_specs_title_10: 
	kodx_product_specs_title_11: 
	kodx_product_specs_title_12: 
	kodx_product_specs_title_13: 
	kodx_product_specs_value_0: 
	kodx_product_specs_value_1: 
	kodx_product_specs_value_2: 
	kodx_product_specs_value_3: 
	kodx_product_specs_value_4: 
	kodx_product_specs_value_5: 
	kodx_product_specs_value_6: 
	kodx_product_specs_value_7: 
	kodx_product_specs_value_8: 
	kodx_product_specs_value_9: 
	kodx_product_specs_value_10: 
	kodx_product_specs_value_11: 
	kodx_product_specs_value_12: 
	kodx_product_specs_value_13: 
	kodx_product_img_0: 
	kodx_product_img_1: 
	kodx_product_img_2: 
	kodx_product_qr: 
	kodx_product_code_number: 
	kodx_product_code: Product No:
	dummyFieldName1: 4 INC Filling Cap Set
	dummyFieldName2: 
	dummyFieldName3: 
	dummyFieldName4: 
	dummyFieldName5: 
	dummyFieldName6: 
	dummyFieldName7: 
	dummyFieldName8: 
	dummyFieldName9: 
	dummyFieldName10: 
	dummyFieldName11: 
	dummyFieldName12: 
	dummyFieldName13: 
	dummyFieldName14: 
	dummyFieldName15: 
	dummyFieldName16: 
	dummyFieldName17: 
	dummyFieldName18: 
	dummyFieldName19: 
	dummyFieldName20: 
	dummyFieldName21: 
	dummyFieldName22: 
	dummyFieldName23: 
	dummyFieldName24: 
	dummyFieldName25: 
	dummyFieldName26: 
	dummyFieldName27: 
	dummyFieldName28: 
	dummyFieldName29: 
	dummyFieldName30: 
	dummyFieldName31: 
	dummyFieldName32: 
	dummyFieldName33: 
	dummyFieldName34: 
	dummyFieldName35: 
	dummyFieldName36: Product No:
	dummyFieldName37: MİTES COMPOSITE MANHOLE COVER-D 400
	dummyFieldName38: Mites manhole covers are designed to provide long-lasting service to stations thanks to their robust and special non-slip structure. 
	dummyFieldName39: Related Standard:
	dummyFieldName40: 
	dummyFieldName41: 
	dummyFieldName42: 
	dummyFieldName43: 
	dummyFieldName44: 
	dummyFieldName45: 
	dummyFieldName46: 
	dummyFieldName47: 
	dummyFieldName48: 
	dummyFieldName49: 
	dummyFieldName50: 
	dummyFieldName51: 
	dummyFieldName52: 
	dummyFieldName53: EN 124-5
	dummyFieldName54: 
	dummyFieldName55: 
	dummyFieldName56: 
	dummyFieldName57: 
	dummyFieldName58: 
	dummyFieldName59: 
	dummyFieldName60: 
	dummyFieldName61: 
	dummyFieldName62: 
	dummyFieldName63: 
	dummyFieldName64: 
	dummyFieldName65: 
	dummyFieldName66: 
	dummyFieldName67: 
	dummyFieldName68: 
	dummyFieldName69: 
	dummyFieldName70: 
	dummyFieldName71: 
	dummyFieldName72: Product No:
	dummyFieldName73: Mites Manhole Cover Lifting Arm Manual
	dummyFieldName74: 
	dummyFieldName75: 
	dummyFieldName76: 
	dummyFieldName77: 
	dummyFieldName78: 
	dummyFieldName79: 
	dummyFieldName80: 
	dummyFieldName81: 
	dummyFieldName82: 
	dummyFieldName83: 
	dummyFieldName84: 
	dummyFieldName85: 
	dummyFieldName86: 
	dummyFieldName87: 
	dummyFieldName88: 
	dummyFieldName89: 
	dummyFieldName90: 
	dummyFieldName91: 
	dummyFieldName92: 
	dummyFieldName93: 
	dummyFieldName94: 
	dummyFieldName95: 
	dummyFieldName96: 
	dummyFieldName97: 
	dummyFieldName98: 
	dummyFieldName99: 
	dummyFieldName100: 
	dummyFieldName101: 
	dummyFieldName102: 
	dummyFieldName103: 
	dummyFieldName104: 
	dummyFieldName105: 
	dummyFieldName106: 
	dummyFieldName107: 
	dummyFieldName108: Product No:
	dummyFieldName109: Mites Manhole Cover Lifting Arm Pedal
	dummyFieldName110: 
	dummyFieldName111: 
	dummyFieldName112: 
	dummyFieldName113: 
	dummyFieldName114: 
	dummyFieldName115: 
	dummyFieldName116: 
	dummyFieldName117: 
	dummyFieldName118: 
	dummyFieldName119: 
	dummyFieldName120: 
	dummyFieldName121: 
	dummyFieldName122: 
	dummyFieldName123: 
	dummyFieldName124: 
	dummyFieldName125: 
	dummyFieldName126: 
	dummyFieldName127: 
	dummyFieldName128: 
	dummyFieldName129: 
	dummyFieldName130: 
	dummyFieldName131: 
	dummyFieldName132: 
	dummyFieldName133: 
	dummyFieldName134: 
	dummyFieldName135: 
	dummyFieldName136: 
	dummyFieldName137: 
	dummyFieldName138: 
	dummyFieldName139: 
	dummyFieldName140: 
	dummyFieldName141: 
	dummyFieldName142: 
	dummyFieldName143: 
	dummyFieldName144: Product No:
	dummyFieldName145: MİTES MVR STEAM RECYCLING ADAPTER
	dummyFieldName146: While carrying gasoline in fuel tankers produced in accordance with ADR, that is, "Regulation on the Transport of Dangerous Goods by Road", no steam is released into the atmosphere until it reaches the fuel station from the filling facility.  MİTES STEAM RECYCLING COMPOSITE HOSE - BGD HOSE It is connected and the steam in the tanker is transferred to the underground fuel tank.  
	dummyFieldName147: 
	dummyFieldName148: 
	dummyFieldName149: 
	dummyFieldName150: 
	dummyFieldName151: 
	dummyFieldName152: 
	dummyFieldName153: 
	dummyFieldName154: 
	dummyFieldName155: 
	dummyFieldName156: 
	dummyFieldName157: 
	dummyFieldName158: 
	dummyFieldName159: 
	dummyFieldName160: 
	dummyFieldName161: 
	dummyFieldName162: 
	dummyFieldName163: 
	dummyFieldName164: 
	dummyFieldName165: 
	dummyFieldName166: 
	dummyFieldName167: 
	dummyFieldName168: 
	dummyFieldName169: 
	dummyFieldName170: 
	dummyFieldName171: 
	dummyFieldName172: 
	dummyFieldName173: 
	dummyFieldName174: 
	dummyFieldName175: 
	dummyFieldName176: 
	dummyFieldName177: 
	dummyFieldName178: 
	dummyFieldName179: TDR2000001025
	dummyFieldName180: Product No:
	dummyFieldName181: MİTES MVR STEAM RECYCLING ADAPTER COVER
	dummyFieldName182: 
	dummyFieldName183: 
	dummyFieldName184: 
	dummyFieldName185: 
	dummyFieldName186: 
	dummyFieldName187: 
	dummyFieldName188: 
	dummyFieldName189: 
	dummyFieldName190: 
	dummyFieldName191: 
	dummyFieldName192: 
	dummyFieldName193: 
	dummyFieldName194: 
	dummyFieldName195: 
	dummyFieldName196: 
	dummyFieldName197: 
	dummyFieldName198: 
	dummyFieldName199: 
	dummyFieldName200: 
	dummyFieldName201: 
	dummyFieldName202: 
	dummyFieldName203: 
	dummyFieldName204: 
	dummyFieldName205: 
	dummyFieldName206: 
	dummyFieldName207: 
	dummyFieldName208: 
	dummyFieldName209: 
	dummyFieldName210: 
	dummyFieldName211: 
	dummyFieldName212: 
	dummyFieldName213: 
	dummyFieldName214: 
	dummyFieldName215: MPS1000005994
	dummyFieldName216: Product No:
	dummyFieldName217: MİTES MVR STEAM RECYCLING BUOY
	dummyFieldName218: ADR is the abbreviation of "Regulation on the Transport of Dangerous Goods by Road". 
	dummyFieldName219: 
	dummyFieldName220: 
	dummyFieldName221: 
	dummyFieldName222: 
	dummyFieldName223: 
	dummyFieldName224: 
	dummyFieldName225: 
	dummyFieldName226: 
	dummyFieldName227: 
	dummyFieldName228: 
	dummyFieldName229: 
	dummyFieldName230: 
	dummyFieldName231: 
	dummyFieldName232: 
	dummyFieldName233: 
	dummyFieldName234: 
	dummyFieldName235: 
	dummyFieldName236: 
	dummyFieldName237: 
	dummyFieldName238: 
	dummyFieldName239: 
	dummyFieldName240: 
	dummyFieldName241: 
	dummyFieldName242: 
	dummyFieldName243: 
	dummyFieldName244: 
	dummyFieldName245: 
	dummyFieldName246: 
	dummyFieldName247: 
	dummyFieldName248: 
	dummyFieldName249: 
	dummyFieldName250: 
	dummyFieldName251: MTS1000000235
	dummyFieldName252: Product No:
	dummyFieldName253: MİTES SHUT-OFF VALVE- 1 1/2- DOUBLE CLAMP
	dummyFieldName254: This product is used under the fuel dispensers, between the installation and the dispenser. 
	dummyFieldName255: Usage Area:
	dummyFieldName256: Body:
	dummyFieldName257: Flow:
	dummyFieldName258: Operating pressure:
	dummyFieldName259: Valve closing speed:
	dummyFieldName260: Emergency cutting force:
	dummyFieldName261: Operating temperature:
	dummyFieldName262: 
	dummyFieldName263: 
	dummyFieldName264: 
	dummyFieldName265: 
	dummyFieldName266: 
	dummyFieldName267: 
	dummyFieldName268: 
	dummyFieldName269: Gasoline, diesel and kerosene
	dummyFieldName270: cast iron
	dummyFieldName271: 0-120 L/min
	dummyFieldName272: 0.3MPa
	dummyFieldName273: 
	dummyFieldName274: 350N.
	dummyFieldName275: -30°C - 55°C
	dummyFieldName276: 
	dummyFieldName277: 
	dummyFieldName278: 
	dummyFieldName279: 
	dummyFieldName280: 
	dummyFieldName281: 
	dummyFieldName282: 
	dummyFieldName283: 
	dummyFieldName284: 
	dummyFieldName285: 
	dummyFieldName286: 
	dummyFieldName287: TDR2000000518
	dummyFieldName288: Product No:
	dummyFieldName289: MTS AIRBOY AIR-WATER UNIT
	dummyFieldName290: Uninterrupted service is at your disposal with its modern design and durable technology. 
	dummyFieldName291: 
	dummyFieldName292: 
	dummyFieldName293: 
	dummyFieldName294: 
	dummyFieldName295: 
	dummyFieldName296: 
	dummyFieldName297: 
	dummyFieldName298: 
	dummyFieldName299: 
	dummyFieldName300: 
	dummyFieldName301: 
	dummyFieldName302: 
	dummyFieldName303: 
	dummyFieldName304: 
	dummyFieldName305: 
	dummyFieldName306: 
	dummyFieldName307: 
	dummyFieldName308: 
	dummyFieldName309: 
	dummyFieldName310: 
	dummyFieldName311: 
	dummyFieldName312: 
	dummyFieldName313: 
	dummyFieldName314: 
	dummyFieldName315: 
	dummyFieldName316: 
	dummyFieldName317: 
	dummyFieldName318: 
	dummyFieldName319: 
	dummyFieldName320: 
	dummyFieldName321: 
	dummyFieldName322: 
	dummyFieldName323: TDR2000000532
	dummyFieldName324: Product No:
	dummyFieldName325: MİTES GUN HEAT YELLOW
	dummyFieldName326: 
	dummyFieldName327: 
	dummyFieldName328: 
	dummyFieldName329: 
	dummyFieldName330: 
	dummyFieldName331: 
	dummyFieldName332: 
	dummyFieldName333: 
	dummyFieldName334: 
	dummyFieldName335: 
	dummyFieldName336: 
	dummyFieldName337: 
	dummyFieldName338: 
	dummyFieldName339: 
	dummyFieldName340: 
	dummyFieldName341: 
	dummyFieldName342: 
	dummyFieldName343: 
	dummyFieldName344: 
	dummyFieldName345: 
	dummyFieldName346: 
	dummyFieldName347: 
	dummyFieldName348: 
	dummyFieldName349: 
	dummyFieldName350: 
	dummyFieldName351: 
	dummyFieldName352: 
	dummyFieldName353: 
	dummyFieldName354: 
	dummyFieldName355: 
	dummyFieldName356: 
	dummyFieldName357: 
	dummyFieldName358: 
	dummyFieldName359: TDR2000000869
	dummyFieldName360: Product No:
	dummyFieldName361: MİTES GUN HEAT BLACK
	dummyFieldName362: 
	dummyFieldName363: 
	dummyFieldName364: 
	dummyFieldName365: 
	dummyFieldName366: 
	dummyFieldName367: 
	dummyFieldName368: 
	dummyFieldName369: 
	dummyFieldName370: 
	dummyFieldName371: 
	dummyFieldName372: 
	dummyFieldName373: 
	dummyFieldName374: 
	dummyFieldName375: 
	dummyFieldName376: 
	dummyFieldName377: 
	dummyFieldName378: 
	dummyFieldName379: 
	dummyFieldName380: 
	dummyFieldName381: 
	dummyFieldName382: 
	dummyFieldName383: 
	dummyFieldName384: 
	dummyFieldName385: 
	dummyFieldName386: 
	dummyFieldName387: 
	dummyFieldName388: 
	dummyFieldName389: 
	dummyFieldName390: 
	dummyFieldName391: 
	dummyFieldName392: 
	dummyFieldName393: 
	dummyFieldName394: 
	dummyFieldName395: TDR2000000870
	dummyFieldName396: Product No:
	dummyFieldName397: MTS TANK TOP CHECK VALVE
	dummyFieldName398: 
	dummyFieldName399: 
	dummyFieldName400: 
	dummyFieldName401: 
	dummyFieldName402: 
	dummyFieldName403: 
	dummyFieldName404: 
	dummyFieldName405: 
	dummyFieldName406: 
	dummyFieldName407: 
	dummyFieldName408: 
	dummyFieldName409: 
	dummyFieldName410: 
	dummyFieldName411: 
	dummyFieldName412: 
	dummyFieldName413: 
	dummyFieldName414: 
	dummyFieldName415: 
	dummyFieldName416: 
	dummyFieldName417: 
	dummyFieldName418: 
	dummyFieldName419: 
	dummyFieldName420: 
	dummyFieldName421: 
	dummyFieldName422: 
	dummyFieldName423: 
	dummyFieldName424: 
	dummyFieldName425: 
	dummyFieldName426: 
	dummyFieldName427: 
	dummyFieldName428: 
	dummyFieldName429: 
	dummyFieldName430: 
	dummyFieldName431: MTS1000000218
	dummyFieldName432: Product No:
	dummyFieldName433: PCR 172 MEPSAN NEW GENERATION CASH REGISTER
	dummyFieldName434: Fully compatible integration; 
	dummyFieldName435: Screen:
	dummyFieldName436: Printer:
	dummyFieldName437: Power source:
	dummyFieldName438: Assembly:
	dummyFieldName439: 
	dummyFieldName440: Interface:
	dummyFieldName441: 
	dummyFieldName442: Security:
	dummyFieldName443: 
	dummyFieldName444: Capacity:
	dummyFieldName445: 
	dummyFieldName446: 
	dummyFieldName447: 
	dummyFieldName448: 
	dummyFieldName449: 7" TFT touchscreen (daylight readable. AR, AF)
	dummyFieldName450: 58 mm thermal printer (50 km, thermal control)
	dummyFieldName451: Industrial heavy duty power supply
	dummyFieldName452: Same dimensions as the previous UNIMEP PCR 09, easy to install in the
	dummyFieldName453: field
	dummyFieldName454: Soft interface optional (external interface can be used), Soft
	dummyFieldName455: automation communication (Hardware interface is not used)
	dummyFieldName456: Smart Card financial certificate, Event recording feature, 4G GPRS
	dummyFieldName457: Modem (Optional)
	dummyFieldName458: Internal (ECU) Electronic Recording Unit with a capacity of 10 years,
	dummyFieldName459: Financial Memory with a capacity of 10 years (in accordance with the
	dummyFieldName460: Technical Manual for New Generation Fuel Pump Payment Recording
	dummyFieldName461: Devices)
	dummyFieldName462: 
	dummyFieldName463: 
	dummyFieldName464: 
	dummyFieldName465: 
	dummyFieldName466: 
	dummyFieldName467: TDR2000001408
	dummyFieldName468: Product No:
	dummyFieldName469: ON VEHICLE CALIBRATION UNIT TYPE 3
	dummyFieldName470: On-board calibration units are an on-board verification system designed to calibrate fuel dispensers. 
	dummyFieldName471: Standard:
	dummyFieldName472: Sensibility:
	dummyFieldName473: Resolution:
	dummyFieldName474: Material:
	dummyFieldName475: Thickness:
	dummyFieldName476: Valve:
	dummyFieldName477: Scale:
	dummyFieldName478: Grounding Reel:
	dummyFieldName479: 
	dummyFieldName480: 
	dummyFieldName481: 
	dummyFieldName482: 
	dummyFieldName483: 
	dummyFieldName484: 
	dummyFieldName485: OIML R 120 – TSEK 491
	dummyFieldName486: 0.1% (One per thousand)
	dummyFieldName487: 10 ml
	dummyFieldName488: Stainless Steel 304
	dummyFieldName489: 1.5mm
	dummyFieldName490: 2” Stainless Steel 316
	dummyFieldName491: 100 liters
	dummyFieldName492: ATEX Certified, 10 meters grounding cable
	dummyFieldName493: 
	dummyFieldName494: 
	dummyFieldName495: 
	dummyFieldName496: 
	dummyFieldName497: 
	dummyFieldName498: 
	dummyFieldName499: 
	dummyFieldName500: 
	dummyFieldName501: 
	dummyFieldName502: 
	dummyFieldName503: 
	dummyFieldName504: Product No:
	dummyFieldName505: 20 LITER STAINLESS FUEL AND ADBLUE SCALE
	dummyFieldName506: It is used to check whether the metered fuel and adblue pumps are working correctly.   20 LITER STAINLESS FUEL AND ADBLUE SCALE The production of stainless steel ensures that the scale can be used for a longer time, and since it can also be used in adblue product, it provides optimum benefit to the user.    CERTIFICATE OF CALIBRATION " must be purchased. Please specify whether you would like to purchase it for use at the station or for use by the service representative when contacting our sales representative.
	dummyFieldName507: 
	dummyFieldName508: 
	dummyFieldName509: 
	dummyFieldName510: 
	dummyFieldName511: 
	dummyFieldName512: 
	dummyFieldName513: 
	dummyFieldName514: 
	dummyFieldName515: 
	dummyFieldName516: 
	dummyFieldName517: 
	dummyFieldName518: 
	dummyFieldName519: 
	dummyFieldName520: 
	dummyFieldName521: 
	dummyFieldName522: 
	dummyFieldName523: 
	dummyFieldName524: 
	dummyFieldName525: 
	dummyFieldName526: 
	dummyFieldName527: 
	dummyFieldName528: 
	dummyFieldName529: 
	dummyFieldName530: 
	dummyFieldName531: 
	dummyFieldName532: 
	dummyFieldName533: 
	dummyFieldName534: 
	dummyFieldName535: 
	dummyFieldName536: 
	dummyFieldName537: 
	dummyFieldName538: 
	dummyFieldName539: 
	dummyFieldName540: Product No:
	dummyFieldName541: 20 LITER CARBON STEEL FUEL SCALE
	dummyFieldName542: It is used to check whether the metered fuel pumps are working correctly.  20 LITER CARBON STEEL FUEL SCALEThe production of carbon steel and static powder paint provides optimum benefit to the user, since the scale can be used for a longer life. CERTIFICATE OF CALIBRATION" must be purchased. Please specify whether you would like to purchase it for use at the station or for use by the service representative when contacting our sales representative.
	dummyFieldName543: 
	dummyFieldName544: 
	dummyFieldName545: 
	dummyFieldName546: 
	dummyFieldName547: 
	dummyFieldName548: 
	dummyFieldName549: 
	dummyFieldName550: 
	dummyFieldName551: 
	dummyFieldName552: 
	dummyFieldName553: 
	dummyFieldName554: 
	dummyFieldName555: 
	dummyFieldName556: 
	dummyFieldName557: 
	dummyFieldName558: 
	dummyFieldName559: 
	dummyFieldName560: 
	dummyFieldName561: 
	dummyFieldName562: 
	dummyFieldName563: 
	dummyFieldName564: 
	dummyFieldName565: 
	dummyFieldName566: 
	dummyFieldName567: 
	dummyFieldName568: 
	dummyFieldName569: 
	dummyFieldName570: 
	dummyFieldName571: 
	dummyFieldName572: 
	dummyFieldName573: 
	dummyFieldName574: 
	dummyFieldName575: 
	dummyFieldName576: Product No:
	dummyFieldName577: ON TRAILER CALIBRATION UNIT TYPE 1
	dummyFieldName578: It is a trailer mounted verification system designed to calibrate the meters in places where high volume fuel transfer is made, such as on-trailer calibration units, fuel refineries, filling facilities. 
	dummyFieldName579: Standard:
	dummyFieldName580: Sensibility:
	dummyFieldName581: Resolution:
	dummyFieldName582: Material:
	dummyFieldName583: Thickness:
	dummyFieldName584: Valve:
	dummyFieldName585: Scale:
	dummyFieldName586: 
	dummyFieldName587: 
	dummyFieldName588: 
	dummyFieldName589: 
	dummyFieldName590: 
	dummyFieldName591: 
	dummyFieldName592: 
	dummyFieldName593: OIML R 120 – TSEK 491
	dummyFieldName594: 0.1% (One per thousand)
	dummyFieldName595: 10 ml
	dummyFieldName596: Stainless Steel 304 - Carbon Steel ST 37
	dummyFieldName597: 1.5mm
	dummyFieldName598: 2” Stainless Steel 316 - Carbon Steel
	dummyFieldName599: Volume options between 500-5000 Liters
	dummyFieldName600: 
	dummyFieldName601: 
	dummyFieldName602: 
	dummyFieldName603: 
	dummyFieldName604: 
	dummyFieldName605: 
	dummyFieldName606: 
	dummyFieldName607: 
	dummyFieldName608: 
	dummyFieldName609: 
	dummyFieldName610: 
	dummyFieldName611: 
	dummyFieldName612: Product No:
	dummyFieldName613: ON VEHICLE CALIBRATION UNIT TYPE 1
	dummyFieldName614: On-board calibration units are an on-board verification system designed to calibrate fuel dispensers. 
	dummyFieldName615: Standard:
	dummyFieldName616: Sensibility:
	dummyFieldName617: Resolution:
	dummyFieldName618: Material:
	dummyFieldName619: Thickness:
	dummyFieldName620: Valve:
	dummyFieldName621: Scale:
	dummyFieldName622: 
	dummyFieldName623: 
	dummyFieldName624: 
	dummyFieldName625: 
	dummyFieldName626: 
	dummyFieldName627: 
	dummyFieldName628: 
	dummyFieldName629: OIML R 120 - TSEK 491
	dummyFieldName630: 0.1% (One per thousand)
	dummyFieldName631: 10 ml
	dummyFieldName632: Stainless Steel 304
	dummyFieldName633: 1.5mm
	dummyFieldName634: 2” Stainless Steel 316
	dummyFieldName635: 2 pieces of 20 liters, 1 piece of 50 liters in total 3 pieces
	dummyFieldName636: 
	dummyFieldName637: 
	dummyFieldName638: 
	dummyFieldName639: 
	dummyFieldName640: 
	dummyFieldName641: 
	dummyFieldName642: 
	dummyFieldName643: 
	dummyFieldName644: 
	dummyFieldName645: 
	dummyFieldName646: 
	dummyFieldName647: 
	dummyFieldName648: Product No:
	dummyFieldName649: ON VEHICLE CALIBRATION UNIT TYPE 2
	dummyFieldName650: On-board calibration units are an on-board verification system designed to calibrate fuel dispensers. 
	dummyFieldName651: Standard:
	dummyFieldName652: Sensibility:
	dummyFieldName653: Resolution:
	dummyFieldName654: Material:
	dummyFieldName655: Thickness:
	dummyFieldName656: Valve:
	dummyFieldName657: Scale:
	dummyFieldName658: Grounding Reel:
	dummyFieldName659: 
	dummyFieldName660: 
	dummyFieldName661: 
	dummyFieldName662: 
	dummyFieldName663: 
	dummyFieldName664: 
	dummyFieldName665: OIML R 120 – TSEK 491
	dummyFieldName666: 0.1% (One per thousand)
	dummyFieldName667: 10 ml
	dummyFieldName668: Carbon Steel ST 37
	dummyFieldName669: 1.5mm
	dummyFieldName670: 2” Carbon Steel
	dummyFieldName671: 2 pieces in total, 1 piece of 20 liters, 1 piece of 50 liters
	dummyFieldName672: ATEX Certified, 10 meters grounding cable
	dummyFieldName673: 
	dummyFieldName674: 
	dummyFieldName675: 
	dummyFieldName676: 
	dummyFieldName677: 
	dummyFieldName678: 
	dummyFieldName679: 
	dummyFieldName680: 
	dummyFieldName681: 
	dummyFieldName682: 
	dummyFieldName683: 
	dummyFieldName684: Product No:
	dummyFieldName685: LPG MASTERMETER – VOLUME METER
	dummyFieldName686: Our volume meter LPG mastermeters, also called volumetric, are produced with MID certified LPG meters and electronic, ATEX certified gun components developed by the R&D of Mepsan and MLB companies within the MLB Group and used in the calibration of LPG dispensers in different countries of the world. 
	dummyFieldName687: Standard:
	dummyFieldName688: Calibration Certificate:
	dummyFieldName689: Sensibility:
	dummyFieldName690: Liquid Density:
	dummyFieldName691: Measurement option with and without ATC:
	dummyFieldName692: Receipt Printer:
	dummyFieldName693: Operating temperature:
	dummyFieldName694: Working Capacity:
	dummyFieldName695: Operating pressure:
	dummyFieldName696: Class:
	dummyFieldName697: Electronic:
	dummyFieldName698: LPG Meter:
	dummyFieldName699: LPG Gun:
	dummyFieldName700: Size (HxWxD):
	dummyFieldName701: OIML R 117
	dummyFieldName702: TS EN ISO / IEC 17025
	dummyFieldName703: Minimum 0.3% (Three per thousand)
	dummyFieldName704: 450-650 Kg/m3
	dummyFieldName705: There is
	dummyFieldName706: Optional
	dummyFieldName707: -20°C / 60°C
	dummyFieldName708: 5-50 Lt/Min.
	dummyFieldName709: 1.8Mpa (18 Bar)
	dummyFieldName710: Mechanical - M2, Electromagnetic - E2
	dummyFieldName711: RS 485 / RS 232 Communication, MLB Petrol Equipments A.Ş.
	dummyFieldName712: MLB Petroleum Devices Inc.
	dummyFieldName713: Mepsan Petroleum Devices Inc.
	dummyFieldName714: 700x500x400mm
	dummyFieldName715: 
	dummyFieldName716: 
	dummyFieldName717: 
	dummyFieldName718: 
	dummyFieldName719: 
	dummyFieldName720: Product No:
	dummyFieldName721: 10 LITER CARBON STEEL FUEL FUEL SCALE
	dummyFieldName722: It is used to check whether the metered fuel pumps are working correctly. 
	dummyFieldName723: 
	dummyFieldName724: 
	dummyFieldName725: 
	dummyFieldName726: 
	dummyFieldName727: 
	dummyFieldName728: 
	dummyFieldName729: 
	dummyFieldName730: 
	dummyFieldName731: 
	dummyFieldName732: 
	dummyFieldName733: 
	dummyFieldName734: 
	dummyFieldName735: 
	dummyFieldName736: 
	dummyFieldName737: 
	dummyFieldName738: 
	dummyFieldName739: 
	dummyFieldName740: 
	dummyFieldName741: 
	dummyFieldName742: 
	dummyFieldName743: 
	dummyFieldName744: 
	dummyFieldName745: 
	dummyFieldName746: 
	dummyFieldName747: 
	dummyFieldName748: 
	dummyFieldName749: 
	dummyFieldName750: 
	dummyFieldName751: 
	dummyFieldName752: 
	dummyFieldName753: 
	dummyFieldName754: 
	dummyFieldName755: 
	dummyFieldName756: Product No:
	dummyFieldName757: 10 LITER STAINLESS FUEL AND ADBLUE SCALE
	dummyFieldName758: It is a scale used to check whether the metered fuel and AdBlue pumps are working correctly. 
	dummyFieldName759: 
	dummyFieldName760: 
	dummyFieldName761: 
	dummyFieldName762: 
	dummyFieldName763: 
	dummyFieldName764: 
	dummyFieldName765: 
	dummyFieldName766: 
	dummyFieldName767: 
	dummyFieldName768: 
	dummyFieldName769: 
	dummyFieldName770: 
	dummyFieldName771: 
	dummyFieldName772: 
	dummyFieldName773: 
	dummyFieldName774: 
	dummyFieldName775: 
	dummyFieldName776: 
	dummyFieldName777: 
	dummyFieldName778: 
	dummyFieldName779: 
	dummyFieldName780: 
	dummyFieldName781: 
	dummyFieldName782: 
	dummyFieldName783: 
	dummyFieldName784: 
	dummyFieldName785: 
	dummyFieldName786: 
	dummyFieldName787: 
	dummyFieldName788: 
	dummyFieldName789: 
	dummyFieldName790: 
	dummyFieldName791: 
	dummyFieldName792: Product No:
	dummyFieldName793: MITES FOLDABLE MEASURING ROD
	dummyFieldName794: MITES FOLDABLE MEASURING ROD  It is used to measure the fuel level inside the fuel tanks.  SUBUL FUEL WATER SENSING PASTE used, you can also see the amount of water (if any) in the tank. SUBUL FUEL WATER SENSING PASTE For detailed information, you can visit our website.
	dummyFieldName795: 
	dummyFieldName796: 
	dummyFieldName797: 
	dummyFieldName798: 
	dummyFieldName799: 
	dummyFieldName800: 
	dummyFieldName801: 
	dummyFieldName802: 
	dummyFieldName803: 
	dummyFieldName804: 
	dummyFieldName805: 
	dummyFieldName806: 
	dummyFieldName807: 
	dummyFieldName808: 
	dummyFieldName809: 
	dummyFieldName810: 
	dummyFieldName811: 
	dummyFieldName812: 
	dummyFieldName813: 
	dummyFieldName814: 
	dummyFieldName815: 
	dummyFieldName816: 
	dummyFieldName817: 
	dummyFieldName818: 
	dummyFieldName819: 
	dummyFieldName820: 
	dummyFieldName821: 
	dummyFieldName822: 
	dummyFieldName823: 
	dummyFieldName824: 
	dummyFieldName825: 
	dummyFieldName826: 
	dummyFieldName827: 
	dummyFieldName828: Product No:
	dummyFieldName829: MTS LPG GUN
	dummyFieldName830: 
	dummyFieldName831: 
	dummyFieldName832: 
	dummyFieldName833: 
	dummyFieldName834: 
	dummyFieldName835: 
	dummyFieldName836: 
	dummyFieldName837: 
	dummyFieldName838: 
	dummyFieldName839: 
	dummyFieldName840: 
	dummyFieldName841: 
	dummyFieldName842: 
	dummyFieldName843: 
	dummyFieldName844: 
	dummyFieldName845: 
	dummyFieldName846: 
	dummyFieldName847: 
	dummyFieldName848: 
	dummyFieldName849: 
	dummyFieldName850: 
	dummyFieldName851: 
	dummyFieldName852: 
	dummyFieldName853: 
	dummyFieldName854: 
	dummyFieldName855: 
	dummyFieldName856: 
	dummyFieldName857: 
	dummyFieldName858: 
	dummyFieldName859: 
	dummyFieldName860: 
	dummyFieldName861: 
	dummyFieldName862: 
	dummyFieldName863: TDR2000000412
	dummyFieldName864: Product No:
	dummyFieldName865: DEFTRANSET 400 AC ADBLUE TRANSFER PUMP
	dummyFieldName866: It is a pump specially produced for Adblue. 
	dummyFieldName867: Input-Output:
	dummyFieldName868: Maximum Capacity:
	dummyFieldName869: Engine:
	dummyFieldName870: Maximum Ambient Temperature:
	dummyFieldName871: Pump System:
	dummyFieldName872: Filter:
	dummyFieldName873: By-Pass System:
	dummyFieldName874: Weight:
	dummyFieldName875: Size (HxWxD):
	dummyFieldName876: 
	dummyFieldName877: 
	dummyFieldName878: 
	dummyFieldName879: 
	dummyFieldName880: 
	dummyFieldName881: 2"
	dummyFieldName882: 400 L/Min.
	dummyFieldName883: 230/50 Hz, 400/50 Hz Motor Hz, 1 Kw, Thermal Protected
	dummyFieldName884: 40 C
	dummyFieldName885: AISI 316, Mechanically Sealed
	dummyFieldName886: No, it is recommended to install Adblue Filter at the Pump Inlet
	dummyFieldName887: None
	dummyFieldName888: 14.5 Kg.
	dummyFieldName889: 260x250x380
	dummyFieldName890: 
	dummyFieldName891: 
	dummyFieldName892: 
	dummyFieldName893: 
	dummyFieldName894: 
	dummyFieldName895: 
	dummyFieldName896: 
	dummyFieldName897: 
	dummyFieldName898: 
	dummyFieldName899: TDR2000001509
	dummyFieldName900: Product No:
	dummyFieldName901: DEFTRANSET ADBLUE TRANSFER SET
	dummyFieldName902: It is designed as a turbine type counter system with an electronically controlled digital display that can be directly connected to the installation for use in the construction site, services and industry. 
	dummyFieldName903: Features:
	dummyFieldName904: 
	dummyFieldName905: 
	dummyFieldName906: 
	dummyFieldName907: 
	dummyFieldName908: 
	dummyFieldName909: 
	dummyFieldName910: 
	dummyFieldName911: 
	dummyFieldName912: 
	dummyFieldName913: 
	dummyFieldName914: 
	dummyFieldName915: 
	dummyFieldName916: 
	dummyFieldName917: The pump, which can provide a flow rate of 40 liters per minute,
	dummyFieldName918: 220 volt electric motor suitable for IP55 protection class,
	dummyFieldName919: ETM 58, Electronic Adblue Counter with 5-digit resettable display,
	dummyFieldName920: 8-digit non-resettable total
	dummyFieldName921: Adblue hose with 4 meters, ¾" record,
	dummyFieldName922: ¾" Mites Automatic Adblue gun.
	dummyFieldName923: 
	dummyFieldName924: 
	dummyFieldName925: 
	dummyFieldName926: 
	dummyFieldName927: 
	dummyFieldName928: 
	dummyFieldName929: 
	dummyFieldName930: 
	dummyFieldName931: 
	dummyFieldName932: 
	dummyFieldName933: 
	dummyFieldName934: 
	dummyFieldName935: 
	dummyFieldName936: Product No:
	dummyFieldName937: DIESELBOX EN24 FUEL TRANSFER SET WITH ELECTRONIC NUMBER
	dummyFieldName938: 
	dummyFieldName939: Components:
	dummyFieldName940: 
	dummyFieldName941: 
	dummyFieldName942: 
	dummyFieldName943: 
	dummyFieldName944: 
	dummyFieldName945: 
	dummyFieldName946: 
	dummyFieldName947: 
	dummyFieldName948: 
	dummyFieldName949: 
	dummyFieldName950: 
	dummyFieldName951: 
	dummyFieldName952: 
	dummyFieldName953: CE certified, 50-80 Lt/Min.
	dummyFieldName954: Mites production LOCARD card reader option,
	dummyFieldName955: Electronic numerator with RS 485 and RS 232 outputs, compatible with
	dummyFieldName956: fuel automation systems, with receipt printer option,
	dummyFieldName957: Mites brand fuel hose with 4 meters, ¾" or 1" union,
	dummyFieldName958: Mites brand fuel filter and ¾" or 1" Mites brand,
	dummyFieldName959: It consists of ATEX certified automatic fuel gun components.
	dummyFieldName960: 
	dummyFieldName961: 
	dummyFieldName962: 
	dummyFieldName963: 
	dummyFieldName964: 
	dummyFieldName965: 
	dummyFieldName966: 
	dummyFieldName967: 
	dummyFieldName968: 
	dummyFieldName969: 
	dummyFieldName970: 
	dummyFieldName971: 
	dummyFieldName972: Product No:
	dummyFieldName973: DIESELBOY BASIC MOTORINE PUMP
	dummyFieldName974: Fuel is at the top of the operational expenses of the enterprise.  DIESELBOYIt is specially produced for use in above ground fuel tanks.  "NOT AVAILABLE FOR TRADING". Please call for different efficiency and equipment options.
	dummyFieldName975: Components:
	dummyFieldName976: 
	dummyFieldName977: 
	dummyFieldName978: 
	dummyFieldName979: 
	dummyFieldName980: 
	dummyFieldName981: 
	dummyFieldName982: 
	dummyFieldName983: 
	dummyFieldName984: 
	dummyFieldName985: 
	dummyFieldName986: 
	dummyFieldName987: 
	dummyFieldName988: 
	dummyFieldName989: Single gun pump with 45,70,90 liters per minute option,
	dummyFieldName990: TRANSET Diesel Transfer Pump suitable for the desired flow and
	dummyFieldName991: voltage option,
	dummyFieldName992: ODM PM 1" Oval gear pulser meter,
	dummyFieldName993: Automation compatible electronic meter with 7 digit display,
	dummyFieldName994: 4 meters, ¾" fuel oil hose and ¾" Mites automatic fuel gun
	dummyFieldName995: 
	dummyFieldName996: 
	dummyFieldName997: 
	dummyFieldName998: 
	dummyFieldName999: 
	dummyFieldName1000: 
	dummyFieldName1001: 
	dummyFieldName1002: 
	dummyFieldName1003: 
	dummyFieldName1004: 
	dummyFieldName1005: 
	dummyFieldName1006: 
	dummyFieldName1007: 
	dummyFieldName1008: Product No:
	dummyFieldName1009: DIESELPOLY 300 FUEL TANK
	dummyFieldName1010: FILLED WITH THE LOVE OF DUTY!  
	dummyFieldName1011: 
	dummyFieldName1012: 
	dummyFieldName1013: 
	dummyFieldName1014: 
	dummyFieldName1015: 
	dummyFieldName1016: 
	dummyFieldName1017: 
	dummyFieldName1018: 
	dummyFieldName1019: 
	dummyFieldName1020: 
	dummyFieldName1021: 
	dummyFieldName1022: 
	dummyFieldName1023: 
	dummyFieldName1024: 
	dummyFieldName1025: 
	dummyFieldName1026: 
	dummyFieldName1027: 
	dummyFieldName1028: 
	dummyFieldName1029: 
	dummyFieldName1030: 
	dummyFieldName1031: 
	dummyFieldName1032: 
	dummyFieldName1033: 
	dummyFieldName1034: 
	dummyFieldName1035: 
	dummyFieldName1036: 
	dummyFieldName1037: 
	dummyFieldName1038: 
	dummyFieldName1039: 
	dummyFieldName1040: 
	dummyFieldName1041: 
	dummyFieldName1042: 
	dummyFieldName1043: 
	dummyFieldName1044: Product No:
	dummyFieldName1045: DIESELPOLY 75 FUEL TANK
	dummyFieldName1046: 
	dummyFieldName1047: 
	dummyFieldName1048: 
	dummyFieldName1049: 
	dummyFieldName1050: 
	dummyFieldName1051: 
	dummyFieldName1052: 
	dummyFieldName1053: 
	dummyFieldName1054: 
	dummyFieldName1055: 
	dummyFieldName1056: 
	dummyFieldName1057: 
	dummyFieldName1058: 
	dummyFieldName1059: 
	dummyFieldName1060: 
	dummyFieldName1061: 
	dummyFieldName1062: 
	dummyFieldName1063: 
	dummyFieldName1064: 
	dummyFieldName1065: 
	dummyFieldName1066: 
	dummyFieldName1067: 
	dummyFieldName1068: 
	dummyFieldName1069: 
	dummyFieldName1070: 
	dummyFieldName1071: 
	dummyFieldName1072: 
	dummyFieldName1073: 
	dummyFieldName1074: 
	dummyFieldName1075: 
	dummyFieldName1076: 
	dummyFieldName1077: 
	dummyFieldName1078: 
	dummyFieldName1079: 
	dummyFieldName1080: Product No:
	dummyFieldName1081: DIESELPORT PORTABLE MOTORIN TANK
	dummyFieldName1082: 
	dummyFieldName1083: 
	dummyFieldName1084: 
	dummyFieldName1085: 
	dummyFieldName1086: 
	dummyFieldName1087: 
	dummyFieldName1088: 
	dummyFieldName1089: 
	dummyFieldName1090: 
	dummyFieldName1091: 
	dummyFieldName1092: 
	dummyFieldName1093: 
	dummyFieldName1094: 
	dummyFieldName1095: 
	dummyFieldName1096: 
	dummyFieldName1097: 
	dummyFieldName1098: 
	dummyFieldName1099: 
	dummyFieldName1100: 
	dummyFieldName1101: 
	dummyFieldName1102: 
	dummyFieldName1103: 
	dummyFieldName1104: 
	dummyFieldName1105: 
	dummyFieldName1106: 
	dummyFieldName1107: 
	dummyFieldName1108: 
	dummyFieldName1109: 
	dummyFieldName1110: 
	dummyFieldName1111: 
	dummyFieldName1112: 
	dummyFieldName1113: 
	dummyFieldName1114: 
	dummyFieldName1115: 
	dummyFieldName1116: Product No:
	dummyFieldName1117: GASBOX 48 EX GASOLINE WITH MECHANICAL NUMBER
	dummyFieldName1118: Our product, which is produced from ATEX certified components, is used for filling vehicles with gasoline and derivative fuels in industrial environments.
	dummyFieldName1119: Counter:
	dummyFieldName1120: Pump/Motor:
	dummyFieldName1121: Flow:
	dummyFieldName1122: Card reader:
	dummyFieldName1123: Hose Length:
	dummyFieldName1124: Gun:
	dummyFieldName1125: Product that can be used:
	dummyFieldName1126: Automation Compliance:
	dummyFieldName1127: Coin and Liter Preset:
	dummyFieldName1128: Filter:
	dummyFieldName1129: Size (HxWxD):
	dummyFieldName1130: 
	dummyFieldName1131: 
	dummyFieldName1132: 
	dummyFieldName1133: Mites ODM 48 4-Digit Oval Gear ATEX Certified Mechanical Counter
	dummyFieldName1134: Transet Ex 50 220 AC/ Transet Ex 35 (24/12) DC
	dummyFieldName1135: 50 Lt/Min / 35 Lt/Min
	dummyFieldName1136: None
	dummyFieldName1137: 4M.
	dummyFieldName1138: 3/4" Mites brand automatic fuel gun with ATEX certificate
	dummyFieldName1139: Gasoline-Motorine etc.
	dummyFieldName1140: None
	dummyFieldName1141: None
	dummyFieldName1142: Mites 30 micron
	dummyFieldName1143: 430x350x350 mm
	dummyFieldName1144: 
	dummyFieldName1145: 
	dummyFieldName1146: 
	dummyFieldName1147: 
	dummyFieldName1148: 
	dummyFieldName1149: 
	dummyFieldName1150: 
	dummyFieldName1151: 
	dummyFieldName1152: Product No:
	dummyFieldName1153: GASPORT PORTABLE FUEL TANK
	dummyFieldName1154: GASPORT, which is produced with tank volume options from 100 liters to 5000 liters, is designed and produced using ex-proof equipment, designed for use in gasoline-diesel storage and transfer. 
	dummyFieldName1155: 
	dummyFieldName1156: 
	dummyFieldName1157: 
	dummyFieldName1158: 
	dummyFieldName1159: 
	dummyFieldName1160: 
	dummyFieldName1161: 
	dummyFieldName1162: 
	dummyFieldName1163: 
	dummyFieldName1164: 
	dummyFieldName1165: 
	dummyFieldName1166: 
	dummyFieldName1167: 
	dummyFieldName1168: 
	dummyFieldName1169: 
	dummyFieldName1170: 
	dummyFieldName1171: 
	dummyFieldName1172: 
	dummyFieldName1173: 
	dummyFieldName1174: 
	dummyFieldName1175: 
	dummyFieldName1176: 
	dummyFieldName1177: 
	dummyFieldName1178: 
	dummyFieldName1179: 
	dummyFieldName1180: 
	dummyFieldName1181: 
	dummyFieldName1182: 
	dummyFieldName1183: 
	dummyFieldName1184: 
	dummyFieldName1185: 
	dummyFieldName1186: 
	dummyFieldName1187: 
	dummyFieldName1188: Product No:
	dummyFieldName1189: MEPCLEAN TANK CLEANING AND FILTRATION SYSTEMS
	dummyFieldName1190: Mepclean, a modern technology product with advanced features, is a high-capacity portable device designed to provide maximum gain in fuel recycling with its filtering system that makes a difference to its competitors while cleaning your fuel tanks efficiently. 
	dummyFieldName1191: Features:
	dummyFieldName1192: 
	dummyFieldName1193: 
	dummyFieldName1194: 
	dummyFieldName1195: 
	dummyFieldName1196: 
	dummyFieldName1197: 
	dummyFieldName1198: 
	dummyFieldName1199: 
	dummyFieldName1200: 
	dummyFieldName1201: 
	dummyFieldName1202: 
	dummyFieldName1203: 
	dummyFieldName1204: 
	dummyFieldName1205: 130 Micron Wire Filter
	dummyFieldName1206: 10 Micron Bag Filter
	dummyFieldName1207: 1 Micron Bag Filter
	dummyFieldName1208: 5 Micron Water Filter
	dummyFieldName1209: Control Panel
	dummyFieldName1210: ODM 48 EX Mechanical Fuel Meter
	dummyFieldName1211: Ground Wire
	dummyFieldName1212: Ex-Proof, Air Fuel Pump
	dummyFieldName1213: Conditioner
	dummyFieldName1214: 
	dummyFieldName1215: 
	dummyFieldName1216: 
	dummyFieldName1217: 
	dummyFieldName1218: 
	dummyFieldName1219: 
	dummyFieldName1220: 
	dummyFieldName1221: 
	dummyFieldName1222: 
	dummyFieldName1223: 
	dummyFieldName1224: Product No:
	dummyFieldName1225: MİTES ADBLUE SALES PUMP 220V – 40L
	dummyFieldName1226: AdBlue, which is used to reduce the emission values of diesel engine vehicles, consists of purified urea at the rate of 2.5% and pure water at the rate of 67.5%. 
	dummyFieldName1227: Fuel Type:
	dummyFieldName1228: Maximum Capacity:
	dummyFieldName1229: Screen:
	dummyFieldName1230: MID Certification:
	dummyFieldName1231: ATEX Certification:
	dummyFieldName1232: Pump System:
	dummyFieldName1233: Gun:
	dummyFieldName1234: Size (HxWxD):
	dummyFieldName1235: Weight:
	dummyFieldName1236: 
	dummyFieldName1237: 
	dummyFieldName1238: 
	dummyFieldName1239: 
	dummyFieldName1240: 
	dummyFieldName1241: Adblue
	dummyFieldName1242: 40 L/Min.
	dummyFieldName1243: 2 Pieces
	dummyFieldName1244: There is
	dummyFieldName1245: There is
	dummyFieldName1246: With submersible (Adblue submersible system is included in the price.)
	dummyFieldName1247: ATEX certified, Automatic trigger
	dummyFieldName1248: 1600x550x500mm
	dummyFieldName1249: 90 kg.
	dummyFieldName1250: 
	dummyFieldName1251: 
	dummyFieldName1252: 
	dummyFieldName1253: 
	dummyFieldName1254: 
	dummyFieldName1255: 
	dummyFieldName1256: 
	dummyFieldName1257: 
	dummyFieldName1258: 
	dummyFieldName1259: 
	dummyFieldName1260: Product No:
	dummyFieldName1261: DEFBOX 220 ADBLUE TRANSFER PUMP – 220V – 40L
	dummyFieldName1262: It is used to reduce the emission values of diesel engine vehicles. AdblueIt consists of 2.5 percent purified urea and 2.5 percent pure water. AdBlue;  Therefore, it does not increase vehicle performance and does not reduce fuel consumption. 
	dummyFieldName1263: Per minute:
	dummyFieldName1264: Pump Type:
	dummyFieldName1265: Indicator Counter:
	dummyFieldName1266: Hose Length:
	dummyFieldName1267: Hose Diameter:
	dummyFieldName1268: Gun:
	dummyFieldName1269: 
	dummyFieldName1270: 
	dummyFieldName1271: 
	dummyFieldName1272: 
	dummyFieldName1273: 
	dummyFieldName1274: 
	dummyFieldName1275: 
	dummyFieldName1276: 
	dummyFieldName1277: 40 Liters
	dummyFieldName1278: Single Gun
	dummyFieldName1279: ETM 58 Turbine meter type digital meter
	dummyFieldName1280: 4 meters
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	dummyFieldName1294: 
	dummyFieldName1295: 
	dummyFieldName1296: Product No:
	dummyFieldName1297: ETM 58 ELECTRONIC ADBLUE AND FUEL METER
	dummyFieldName1298: It is designed as an electronically controlled digital display turbine system counter system that can be directly connected to the installation designed to be used in the construction site, services and industry. 
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	dummyFieldName1317: 5 Bars
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	dummyFieldName1326: 
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	dummyFieldName1332: Product No:
	dummyFieldName1333: HAYBOY OIL UNIT WITH 2 PRODUCTS - 24V - 6L
	dummyFieldName1334: It is designed for your use in the sale of bulk mineral oil at your stations, as well as in service and industry.  
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	dummyFieldName1336: Maximum Capacity:
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	dummyFieldName1351: 1 Piece - 10 Digits
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	dummyFieldName1355: 1550×870×415mm
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	dummyFieldName1365: 
	dummyFieldName1366: 
	dummyFieldName1367: 
	dummyFieldName1368: Product No:
	dummyFieldName1369: HAYBOY OIL UNIT WITH 3 PRODUCTS - 24V - 6L
	dummyFieldName1370: It is designed for your use in the sale of bulk mineral oil at your stations, as well as in service and industry.  
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	dummyFieldName1384: 
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	dummyFieldName1405: DIESELBOY 111 FUEL PUMP
	dummyFieldName1406: Fuel is at the top of the operational expenses of the enterprise.  DIESELBOYIt has been specially produced for giant trucks to quickly complete their fuel supply. 
	dummyFieldName1407: Features:
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	dummyFieldName1414: 
	dummyFieldName1415: 
	dummyFieldName1416: 
	dummyFieldName1417: 
	dummyFieldName1418: 
	dummyFieldName1419: 
	dummyFieldName1420: 
	dummyFieldName1421: Single gun pump that can provide flow rates such as 45,70,90 liters
	dummyFieldName1422: per minute,
	dummyFieldName1423: Ex-Proof electric motor with 380 volt AC supply, suitable for IP55
	dummyFieldName1424: protection class, (220 Volt optional)
	dummyFieldName1425: Automation compatible electronic meter with 7 digit display,
	dummyFieldName1426: It consists of 4 meters, ¾" fuel oil hose and ¾" Mites fuel gun
	dummyFieldName1427: components.
	dummyFieldName1428: Please call for different efficiency and equipment options.
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	dummyFieldName1433: 
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	dummyFieldName1441: DIESELBOY 222 FUEL PUMP
	dummyFieldName1442: Fuel is at the top of the operational expenses of the enterprise.  DIESELBOYIt has been specially produced for giant trucks to quickly complete their fuel supply. 
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	dummyFieldName1455: 
	dummyFieldName1456: 
	dummyFieldName1457: Double gun pump that can provide flow rates of 45,70,90 liters per
	dummyFieldName1458: minute.
	dummyFieldName1459: Ex-Proof electric motor with 380 volt AC supply, suitable for IP55
	dummyFieldName1460: protection class, (220 Volt optional)
	dummyFieldName1461: Automation compatible electronic meter with 7 digit display,
	dummyFieldName1462: It consists of 4 meters, ¾" fuel oil hose and ¾" Mites fuel gun
	dummyFieldName1463: components.
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	dummyFieldName1470: 
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	dummyFieldName1477: DIESELBOY MECHANICAL FUEL PUMP
	dummyFieldName1478: Fuel is at the top of the operational expenses of the enterprise. 
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	dummyFieldName1486: 
	dummyFieldName1487: 
	dummyFieldName1488: 
	dummyFieldName1489: 
	dummyFieldName1490: 
	dummyFieldName1491: 
	dummyFieldName1492: 
	dummyFieldName1493: Single gun pump with 45,70,90 liters per minute option,
	dummyFieldName1494: Centrifuge and electric motor suitable for the desired flow and
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	dummyFieldName1496: PPSN Q-Meter ¾" piston meter,
	dummyFieldName1497: 5 digits can be reset, 8 digits cannot be reset MC 01 mechanical
	dummyFieldName1498: counter,
	dummyFieldName1499: 4 meters, ¾" fuel oil hose and ¾" Mites automatic fuel gun
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	dummyFieldName1549: OILPORT 18 LT TURLU OIL PUMP
	dummyFieldName1550: Designed for amateur and semi-professional use, this product has been specially produced for use in areas where thin oil usage is intense. 
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	dummyFieldName1581: 
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	dummyFieldName1583: 
	dummyFieldName1584: Product No:
	dummyFieldName1585: OILPORT 25 KG ARM GREASE PUMP
	dummyFieldName1586: Air Grease Pumps are used to transfer the grease in the reservoir, tank, etc. to the desired location by means of compressed air from the air compressor. 
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	dummyFieldName1602: 25 kg.
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	dummyFieldName1618: 
	dummyFieldName1619: 
	dummyFieldName1620: Product No:
	dummyFieldName1621: OILPORT 30 KG AIR GREASE PUMP
	dummyFieldName1622: Air Grease Pumps, hopper, tank, etc., thanks to compressed air from the air compressor. 
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	dummyFieldName1657: OILPORT SUMP OIL PUMP-FUNNEL
	dummyFieldName1658: OILPORT SUMP OIL PUMP-FUNNEL  You can use this product in 2 ways:  
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	dummyFieldName1691: 
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	dummyFieldName1693: OILPORT SUMP OIL PUMP-WITHOUT FUNNEL
	dummyFieldName1694: Thanks to the air coming from the air compressor, it vacuums the used oil in the sump of the vehicle and takes it into its transparent reservoir. 
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	dummyFieldName1715: 26 Kg.
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	dummyFieldName1723: 
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	dummyFieldName1729: TRANSET 538-K TYPE FUEL TRANSFER SET (CONTAINER TYPE)
	dummyFieldName1730: It is used to transfer the fuel to another region with high flow rate. 
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	dummyFieldName1747: Available)
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	dummyFieldName1849: 
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	dummyFieldName1899: 
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	dummyFieldName1905: 
	dummyFieldName1906: 
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	dummyFieldName1909: FUEL FILTER
	dummyFieldName1910: Although the body of the filter consists of a water-absorbing cartridge, its main task is to filter the particles that may come from the installation. 
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	dummyFieldName2810: Windlass Automatic Hose Winding Reels, mineral oil, grease, air, grounding, fuel oil etc. 
	dummyFieldName2811: Hose Length:
	dummyFieldName2812: Hose Size:
	dummyFieldName2813: Weight:
	dummyFieldName2814: Packaged Weight:
	dummyFieldName2815: Case Dimensions:
	dummyFieldName2816: Packaging Dimensions:
	dummyFieldName2817: Attachable Accessories:
	dummyFieldName2818: 
	dummyFieldName2819: 
	dummyFieldName2820: 
	dummyFieldName2821: 
	dummyFieldName2822: 
	dummyFieldName2823: 
	dummyFieldName2824: 
	dummyFieldName2825: 10 / 15 / 20 meters
	dummyFieldName2826: 3/8 R1
	dummyFieldName2827: 24.50 / 25.45 / 32.25 kg.
	dummyFieldName2828: 25.70 / 26.70 / 33.50 kg.
	dummyFieldName2829: 59x53x24 cm.
	dummyFieldName2830: 29x60x67 cm.
	dummyFieldName2831: Oil Gun With Digital Counter, Oil Gun Without Counter
	dummyFieldName2832: 
	dummyFieldName2833: 
	dummyFieldName2834: 
	dummyFieldName2835: 
	dummyFieldName2836: 
	dummyFieldName2837: 
	dummyFieldName2838: 
	dummyFieldName2839: 
	dummyFieldName2840: 
	dummyFieldName2841: 
	dummyFieldName2842: 
	dummyFieldName2843: MTS1000000253
	dummyFieldName2844: Product No:
	dummyFieldName2845: OILPORT BARREL TYPE AIR MOBILE OIL TRANSFER SET
	dummyFieldName2846: It is designed for places where thin oil usage is intense. 
	dummyFieldName2847: Operating pressure:
	dummyFieldName2848: Compression Ratio:
	dummyFieldName2849: Yield:
	dummyFieldName2850: Capacity:
	dummyFieldName2851: Hose Length:
	dummyFieldName2852: Hose Type:
	dummyFieldName2853: Weight:
	dummyFieldName2854: Packaged Weight:
	dummyFieldName2855: Packing Size (HxWxD):
	dummyFieldName2856: 
	dummyFieldName2857: 
	dummyFieldName2858: 
	dummyFieldName2859: 
	dummyFieldName2860: 
	dummyFieldName2861: 6-8 Bars
	dummyFieldName2862: 1/4
	dummyFieldName2863: 7 L/Min
	dummyFieldName2864: Plugged Steel Barrel (Standard Type)
	dummyFieldName2865: 5 meters
	dummyFieldName2866: 3/8 R1
	dummyFieldName2867: 45 kg.
	dummyFieldName2868: 47 Kg.
	dummyFieldName2869: 1050x700x700x mm
	dummyFieldName2870: 
	dummyFieldName2871: 
	dummyFieldName2872: 
	dummyFieldName2873: 
	dummyFieldName2874: 
	dummyFieldName2875: 
	dummyFieldName2876: 
	dummyFieldName2877: 
	dummyFieldName2878: 
	dummyFieldName2879: TDR2000001387
	dummyFieldName2880: Product No:
	dummyFieldName2881: TRANSET 538 ENEX FUEL TRANSFER SET-EX-PROOF
	dummyFieldName2882: It is used to transfer the fuel to another region with high flow rate. 
	dummyFieldName2883: Counter:
	dummyFieldName2884: 
	dummyFieldName2885: Electric motor:
	dummyFieldName2886: Pump:
	dummyFieldName2887: Grounding Reel:
	dummyFieldName2888: Controller Type:
	dummyFieldName2889: Capacity:
	dummyFieldName2890: Weight:
	dummyFieldName2891: Size (HxWxD):
	dummyFieldName2892: 
	dummyFieldName2893: 
	dummyFieldName2894: 
	dummyFieldName2895: 
	dummyFieldName2896: 
	dummyFieldName2897: MTS 20 EN Fuel Meter with Electronic Numbering (Compatible with Fuel
	dummyFieldName2898: Automation Systems.)
	dummyFieldName2899: 380 V, 4 Kw, 1500 Dv/Min, Ex-Proof
	dummyFieldName2900: MTS 650 Ex Bronze Gear Ex-Proof Fuel Pump
	dummyFieldName2901: MTS-M10S Grounding Reel, 10 meters, manual winding, Ex-Proof
	dummyFieldName2902: Ex-Proof Switch
	dummyFieldName2903: 500 L/Min.
	dummyFieldName2904: 190 kg.
	dummyFieldName2905: 900x800x1200
	dummyFieldName2906: 
	dummyFieldName2907: 
	dummyFieldName2908: 
	dummyFieldName2909: 
	dummyFieldName2910: 
	dummyFieldName2911: 
	dummyFieldName2912: 
	dummyFieldName2913: 
	dummyFieldName2914: 
	dummyFieldName2915: MTS1000000255
	dummyFieldName2916: Product No:
	dummyFieldName2917: TRANSET 538 MNEX FUEL TRANSFER SET-EX-PROOF
	dummyFieldName2918: It is used to transfer the fuel to another region with a high flow rate. 
	dummyFieldName2919: Counter:
	dummyFieldName2920: Electric motor:
	dummyFieldName2921: Pump:
	dummyFieldName2922: Grounding Reel:
	dummyFieldName2923: Controller Type:
	dummyFieldName2924: Capacity:
	dummyFieldName2925: Weight:
	dummyFieldName2926: Size (HxWxD):
	dummyFieldName2927: 
	dummyFieldName2928: 
	dummyFieldName2929: 
	dummyFieldName2930: 
	dummyFieldName2931: 
	dummyFieldName2932: 
	dummyFieldName2933: MTS 20 MN Fuel Meter with Mechanical Numbering
	dummyFieldName2934: 380 V, 4 Kw, 1500 Dv/Min, Ex-Proof
	dummyFieldName2935: MTS 650 Ex Bronze Gear Ex-Proof Fuel Pump
	dummyFieldName2936: MTS-M10S Grounding Reel, 10 meters, manual winding, Ex-Proof
	dummyFieldName2937: Ex-Proof Switch
	dummyFieldName2938: 500 L/Min.
	dummyFieldName2939: 190 kg.
	dummyFieldName2940: 900x800x1200
	dummyFieldName2941: 
	dummyFieldName2942: 
	dummyFieldName2943: 
	dummyFieldName2944: 
	dummyFieldName2945: 
	dummyFieldName2946: 
	dummyFieldName2947: 
	dummyFieldName2948: 
	dummyFieldName2949: 
	dummyFieldName2950: 
	dummyFieldName2951: 
	dummyFieldName2952: Product No:
	dummyFieldName2953: MTS-M10S GROUND REEL
	dummyFieldName2954: Grounding reels are used in the supply of fuel and combustible materials, paint, defense and aircraft industry, etc., where grounding and static load protection activities are carried out. 
	dummyFieldName2955: Related Standard:
	dummyFieldName2956: Cable Length:
	dummyFieldName2957: Cable Cross Section Area:
	dummyFieldName2958: Conductor Diameter:
	dummyFieldName2959: Insulated Outer Diameter:
	dummyFieldName2960: Cable Type:
	dummyFieldName2961: Maximum Withstand Force:
	dummyFieldName2962: Ambient Operating Temperature:
	dummyFieldName2963: Weight:
	dummyFieldName2964: Packaged Weight:
	dummyFieldName2965: 
	dummyFieldName2966: 
	dummyFieldName2967: 
	dummyFieldName2968: 
	dummyFieldName2969: EN IEC 60079-0:2018, EN ISO 80079-36:2016, EN ISO 80079-37:2016
	dummyFieldName2970: 10 meters (please call for special productions of 5 to 20 meters)
	dummyFieldName2971: 7 mm2
	dummyFieldName2972: 3mm2
	dummyFieldName2973: 4 mm2
	dummyFieldName2974: PVC Coated, Steel
	dummyFieldName2975: 450 N
	dummyFieldName2976: -30°C / 60°C
	dummyFieldName2977: 2.5kg
	dummyFieldName2978: 2.70kg
	dummyFieldName2979: 
	dummyFieldName2980: 
	dummyFieldName2981: 
	dummyFieldName2982: 
	dummyFieldName2983: 
	dummyFieldName2984: 
	dummyFieldName2985: 
	dummyFieldName2986: 
	dummyFieldName2987: MTS1000000194
	dummyFieldName2988: Product No:
	dummyFieldName2989: TRANSET 538 MN FUEL TRANSFER SET
	dummyFieldName2990: It is used to transfer the fuel to another region with high flow rate. 
	dummyFieldName2991: Counter:
	dummyFieldName2992: Electric motor:
	dummyFieldName2993: Pump:
	dummyFieldName2994: Grounding Reel:
	dummyFieldName2995: Controller Type:
	dummyFieldName2996: Capacity:
	dummyFieldName2997: Weight:
	dummyFieldName2998: Size (HxWxD):
	dummyFieldName2999: 
	dummyFieldName3000: 
	dummyFieldName3001: 
	dummyFieldName3002: 
	dummyFieldName3003: 
	dummyFieldName3004: 
	dummyFieldName3005: MTS 20 MN Fuel Meter with Mechanical Numbering
	dummyFieldName3006: 380 V, 4 Kw, 1500 Dv/Min, Standard Engine
	dummyFieldName3007: MTS 650 Star Gear Fuel Pump
	dummyFieldName3008: None
	dummyFieldName3009: Standard
	dummyFieldName3010: 500 L/Min.
	dummyFieldName3011: 190 kg.
	dummyFieldName3012: 900x800x1200
	dummyFieldName3013: 
	dummyFieldName3014: 
	dummyFieldName3015: 
	dummyFieldName3016: 
	dummyFieldName3017: 
	dummyFieldName3018: 
	dummyFieldName3019: 
	dummyFieldName3020: 
	dummyFieldName3021: 
	dummyFieldName3022: 
	dummyFieldName3023: MTS1000000109
	dummyFieldName3024: Product No:
	dummyFieldName3025: OILPORT MINERAL OIL TANK
	dummyFieldName3026: For companies with heavy mineral oil consumption, using bulk oil may be more advantageous in terms of price. 
	dummyFieldName3027: Flow rate:
	dummyFieldName3028: Electric motor:
	dummyFieldName3029: 
	dummyFieldName3030: Counter:
	dummyFieldName3031: Hose and Gun:
	dummyFieldName3032: Other:
	dummyFieldName3033: 
	dummyFieldName3034: 
	dummyFieldName3035: 
	dummyFieldName3036: 
	dummyFieldName3037: 
	dummyFieldName3038: 
	dummyFieldName3039: 
	dummyFieldName3040: 
	dummyFieldName3041: 30.55 Liters per Minute
	dummyFieldName3042: 400 volt AC supply, suitable for IP55 protection class (230 Volt
	dummyFieldName3043: optional)
	dummyFieldName3044: Automation compatible electronic meter with 7 digit display
	dummyFieldName3045: 4 meters, ¾" union mineral oil hose and ¾" Mites fuel gun
	dummyFieldName3046: Please call for different efficiency and equipment options.
	dummyFieldName3047: 
	dummyFieldName3048: 
	dummyFieldName3049: 
	dummyFieldName3050: 
	dummyFieldName3051: 
	dummyFieldName3052: 
	dummyFieldName3053: 
	dummyFieldName3054: 
	dummyFieldName3055: 
	dummyFieldName3056: 
	dummyFieldName3057: 
	dummyFieldName3058: 
	dummyFieldName3059: MTS1000000224
	dummyFieldName3060: Product No:
	dummyFieldName3061: OILBOY MINERAL OIL PUMP
	dummyFieldName3062: Lubricants are at the top of the operational expenses of logistics, mining, port, agriculture, marine and aviation enterprises.  OILBOYIt is specially produced for businesses using bulk oil.  "NOT AVAILABLE FOR TRADING".
	dummyFieldName3063: Flow Rate per Minute:
	dummyFieldName3064: Pump Options:
	dummyFieldName3065: Electric motor:
	dummyFieldName3066: Indicator:
	dummyFieldName3067: Hose:
	dummyFieldName3068: Gun:
	dummyFieldName3069: Other:
	dummyFieldName3070: 
	dummyFieldName3071: 
	dummyFieldName3072: 
	dummyFieldName3073: 
	dummyFieldName3074: 
	dummyFieldName3075: 
	dummyFieldName3076: 
	dummyFieldName3077: 30.55 Liters
	dummyFieldName3078: Single or Gun
	dummyFieldName3079: 400 Volt AC (230 Volt optional), IP55 protection class
	dummyFieldName3080: 7 digit automation compatible electronic counter
	dummyFieldName3081: 4 meters, 3/4" union mineral oil hose
	dummyFieldName3082: 3/4" Mites fuel gun
	dummyFieldName3083: Please call for different efficiency and equipment options.
	dummyFieldName3084: 
	dummyFieldName3085: 
	dummyFieldName3086: 
	dummyFieldName3087: 
	dummyFieldName3088: 
	dummyFieldName3089: 
	dummyFieldName3090: 
	dummyFieldName3091: 
	dummyFieldName3092: 
	dummyFieldName3093: 
	dummyFieldName3094: 
	dummyFieldName3095: 
	dummyFieldName3096: Product No:
	dummyFieldName3097: WATERPROOF FILTER
	dummyFieldName3098: The body of the filter consists of a water absorbing cartridge. 
	dummyFieldName3099: Filtering capacity:
	dummyFieldName3100: Flow rate:
	dummyFieldName3101: Operating pressure:
	dummyFieldName3102: Burst pressure:
	dummyFieldName3103: 
	dummyFieldName3104: 
	dummyFieldName3105: 
	dummyFieldName3106: 
	dummyFieldName3107: 
	dummyFieldName3108: 
	dummyFieldName3109: 
	dummyFieldName3110: 
	dummyFieldName3111: 
	dummyFieldName3112: 
	dummyFieldName3113: 30 µm
	dummyFieldName3114: 70 - 150 l/min
	dummyFieldName3115: 3.5 bar
	dummyFieldName3116: 10 bars
	dummyFieldName3117: 
	dummyFieldName3118: 
	dummyFieldName3119: 
	dummyFieldName3120: 
	dummyFieldName3121: 
	dummyFieldName3122: 
	dummyFieldName3123: 
	dummyFieldName3124: 
	dummyFieldName3125: 
	dummyFieldName3126: 
	dummyFieldName3127: 
	dummyFieldName3128: 
	dummyFieldName3129: 
	dummyFieldName3130: 
	dummyFieldName3131: TDR2000001213
	dummyFieldName3132: Product No:
	dummyFieldName3133: FUEL FILTER WITH CLEANABLE CARTRIDGE
	dummyFieldName3134: The filter with a transparent chamber and removable cartridge is designed to be attached to the inlet of your fuel pump. 
	dummyFieldName3135: Filtering capacity:
	dummyFieldName3136: Flow rate:
	dummyFieldName3137: Operating pressure:
	dummyFieldName3138: Burst pressure:
	dummyFieldName3139: 
	dummyFieldName3140: 
	dummyFieldName3141: 
	dummyFieldName3142: 
	dummyFieldName3143: 
	dummyFieldName3144: 
	dummyFieldName3145: 
	dummyFieldName3146: 
	dummyFieldName3147: 
	dummyFieldName3148: 
	dummyFieldName3149: 30 µm
	dummyFieldName3150: 70 - 150 l/min
	dummyFieldName3151: 3.5 bar
	dummyFieldName3152: 10 bars
	dummyFieldName3153: 
	dummyFieldName3154: 
	dummyFieldName3155: 
	dummyFieldName3156: 
	dummyFieldName3157: 
	dummyFieldName3158: 
	dummyFieldName3159: 
	dummyFieldName3160: 
	dummyFieldName3161: 
	dummyFieldName3162: 
	dummyFieldName3163: 
	dummyFieldName3164: 
	dummyFieldName3165: 
	dummyFieldName3166: 
	dummyFieldName3167: TDR2000000976
	dummyFieldName3168: Product No:
	dummyFieldName3169: DEFBOY BASIC ADBLUE PUMP
	dummyFieldName3170: DEFBOY is a product specially produced for above-ground adblue tanks used in industrial areas to work in harmony with fuel automation. 
	dummyFieldName3171: Components:
	dummyFieldName3172: 
	dummyFieldName3173: 
	dummyFieldName3174: 
	dummyFieldName3175: 
	dummyFieldName3176: 
	dummyFieldName3177: 
	dummyFieldName3178: 
	dummyFieldName3179: 
	dummyFieldName3180: 
	dummyFieldName3181: 
	dummyFieldName3182: 
	dummyFieldName3183: 
	dummyFieldName3184: 
	dummyFieldName3185: Efficient single gun pump of 40 liters per minute,
	dummyFieldName3186: Special production option suitable for the desired flow and voltage
	dummyFieldName3187: option,
	dummyFieldName3188: ODM PM 1" Oval gear adblue pulser meter,
	dummyFieldName3189: Automation compatible electronic meter with 7 digit display,
	dummyFieldName3190: 4 meters, ¾" adblue hose with union and ¾" Mites automatic adblue gun
	dummyFieldName3191: 
	dummyFieldName3192: 
	dummyFieldName3193: 
	dummyFieldName3194: 
	dummyFieldName3195: 
	dummyFieldName3196: 
	dummyFieldName3197: 
	dummyFieldName3198: 
	dummyFieldName3199: 
	dummyFieldName3200: 
	dummyFieldName3201: 
	dummyFieldName3202: 
	dummyFieldName3203: MTS1000000262
	dummyFieldName3204: Product No:
	dummyFieldName3205: DIESELPORT FIELD FUEL TANK WITH TRAILER
	dummyFieldName3206: These trailer type fuel tankers are especially designed for fuel supply in difficult field conditions and are generally produced according to customer demands within the scope of special projects. 
	dummyFieldName3207: 
	dummyFieldName3208: 
	dummyFieldName3209: 
	dummyFieldName3210: 
	dummyFieldName3211: 
	dummyFieldName3212: 
	dummyFieldName3213: 
	dummyFieldName3214: 
	dummyFieldName3215: 
	dummyFieldName3216: 
	dummyFieldName3217: 
	dummyFieldName3218: 
	dummyFieldName3219: 
	dummyFieldName3220: 
	dummyFieldName3221: 
	dummyFieldName3222: 
	dummyFieldName3223: 
	dummyFieldName3224: 
	dummyFieldName3225: 
	dummyFieldName3226: 
	dummyFieldName3227: 
	dummyFieldName3228: 
	dummyFieldName3229: 
	dummyFieldName3230: 
	dummyFieldName3231: 
	dummyFieldName3232: 
	dummyFieldName3233: 
	dummyFieldName3234: 
	dummyFieldName3235: 
	dummyFieldName3236: 
	dummyFieldName3237: 
	dummyFieldName3238: 
	dummyFieldName3239: 
	dummyFieldName3240: Product No:
	dummyFieldName3241: ODM 77 DIGITAL ADBLUE COUNTER-2 INC
	dummyFieldName3242: If 25-250 L/min efficiency and 0.5% sensitivity are enough for you, this is the product you are looking for. 
	dummyFieldName3243: Product type:
	dummyFieldName3244: Counter Type:
	dummyFieldName3245: Ambient Operating Temperature:
	dummyFieldName3246: Liquid Temperature:
	dummyFieldName3247: Truth:
	dummyFieldName3248: numerator:
	dummyFieldName3249: Weight:
	dummyFieldName3250: Size (HxWxD):
	dummyFieldName3251: Input-Output:
	dummyFieldName3252: Counter Body:
	dummyFieldName3253: 
	dummyFieldName3254: 
	dummyFieldName3255: 
	dummyFieldName3256: 
	dummyFieldName3257: Adblue, Diesel, Mineral Oil
	dummyFieldName3258: Oval Gear
	dummyFieldName3259: -25 C / 55 C
	dummyFieldName3260: -10 C / 50 C
	dummyFieldName3261: ±1% (Minimum)
	dummyFieldName3262: Electronic
	dummyFieldName3263: 3.8kg
	dummyFieldName3264: 150x190x150mm
	dummyFieldName3265: 2
	dummyFieldName3266: Aluminum
	dummyFieldName3267: 
	dummyFieldName3268: 
	dummyFieldName3269: 
	dummyFieldName3270: 
	dummyFieldName3271: 
	dummyFieldName3272: 
	dummyFieldName3273: 
	dummyFieldName3274: 
	dummyFieldName3275: TDR2000000253
	dummyFieldName3276: Product No:
	dummyFieldName3277: MİTES TM-2 MN FUEL METER WITH MECHANICAL NUMBER 10-100 LT/MIN.
	dummyFieldName3278: The choice of fuel tankers and high-volume fuel transfer facilities used in more than 30 countries of the world, produced by Mites. MİTES TM-2 MN FUEL METER WITH MECHANICAL NUMBER…  MİTES and MLB GROUP R&D fast and effective solution with the support of…  
	dummyFieldName3279: Product type:
	dummyFieldName3280: Ambient Operating Temperature:
	dummyFieldName3281: Liquid Temperature:
	dummyFieldName3282: Truth:
	dummyFieldName3283: Electromagnetic Class:
	dummyFieldName3284: Mechanical Class:
	dummyFieldName3285: numerator:
	dummyFieldName3286: Weight:
	dummyFieldName3287: Size (HxWxD):
	dummyFieldName3288: Flange Diameter:
	dummyFieldName3289: Counter Body:
	dummyFieldName3290: Air Separator Body:
	dummyFieldName3291: 
	dummyFieldName3292: 
	dummyFieldName3293: Diesel-Kerosene
	dummyFieldName3294: -25°C / 55°C
	dummyFieldName3295: -20°C / 50°C
	dummyFieldName3296: ±0.5%
	dummyFieldName3297: E2
	dummyFieldName3298: M2
	dummyFieldName3299: MC 01 (Mechanical)
	dummyFieldName3300: 38.5kg
	dummyFieldName3301: 500x500x315 mm
	dummyFieldName3302: one"
	dummyFieldName3303: Cast Iron (PIG GG25)
	dummyFieldName3304: Cast Aluminum (AlSi10Mg)
	dummyFieldName3305: 
	dummyFieldName3306: 
	dummyFieldName3307: 
	dummyFieldName3308: 
	dummyFieldName3309: 
	dummyFieldName3310: 
	dummyFieldName3311: MTS1000000000
	dummyFieldName3312: Product No:
	dummyFieldName3313: MİTES MTS 20 MN FUEL METER WITH MECHANICAL NUMBER 70-700 LT/MIN.
	dummyFieldName3314: The choice of fuel tankers and high-volume fuel transfer facilities used in more than 30 countries of the world, produced by Mites. MİTES MTS 20 MN FUEL METER WITH MECHANICAL NUMBER…  MİTES and MLB GROUP R&D fast and effective solution with the support of… It cannot be used in purchasing and selling works 
	dummyFieldName3315: Product type:
	dummyFieldName3316: Ambient Operating Temperature:
	dummyFieldName3317: Liquid Temperature:
	dummyFieldName3318: Truth:
	dummyFieldName3319: Electromagnetic Class:
	dummyFieldName3320: Mechanical Class:
	dummyFieldName3321: numerator:
	dummyFieldName3322: Weight:
	dummyFieldName3323: Size (HxWxD):
	dummyFieldName3324: Flange Diameter:
	dummyFieldName3325: Counter Body:
	dummyFieldName3326: Air Separator Body:
	dummyFieldName3327: 
	dummyFieldName3328: 
	dummyFieldName3329: Diesel-Gasoline-Kerosene
	dummyFieldName3330: -25 C / 55 C
	dummyFieldName3331: -20 C / 50 C
	dummyFieldName3332: ±0.5%
	dummyFieldName3333: E2
	dummyFieldName3334: M2
	dummyFieldName3335: MC 01 (Mechanical)
	dummyFieldName3336: 24.4 kg
	dummyFieldName3337: 450x430x400 mm
	dummyFieldName3338: 2" - 2 1/2"
	dummyFieldName3339: Cast Aluminum (AlSi10Mg)
	dummyFieldName3340: Cast Aluminum (AlSi10Mg)
	dummyFieldName3341: 
	dummyFieldName3342: 
	dummyFieldName3343: 
	dummyFieldName3344: 
	dummyFieldName3345: 
	dummyFieldName3346: 
	dummyFieldName3347: MTS1000000247
	dummyFieldName3348: Product No:
	dummyFieldName3349: MİTES MTS 10 MN FUEL METER WITH MECHANICAL NUMBER 50-500 LT/MIN.
	dummyFieldName3350: The choice of fuel tankers and high-volume fuel transfer facilities used in more than 30 countries of the world, produced by Mites. MİTES MTS 10 MN FUEL METER WITH MECHANICAL NUMBER…  MİTES and MLB GROUP R&D fast and effective solution with the support of… It cannot be used in purchasing and selling works  
	dummyFieldName3351: Product type:
	dummyFieldName3352: Ambient Operating Temperature:
	dummyFieldName3353: Liquid Temperature:
	dummyFieldName3354: Truth:
	dummyFieldName3355: Electromagnetic Class:
	dummyFieldName3356: Mechanical Class:
	dummyFieldName3357: numerator:
	dummyFieldName3358: Weight:
	dummyFieldName3359: Size (HxWxD):
	dummyFieldName3360: Flange Diameter:
	dummyFieldName3361: Counter Body:
	dummyFieldName3362: Air Separator Body:
	dummyFieldName3363: 
	dummyFieldName3364: 
	dummyFieldName3365: Diesel-Gasoline-Kerosene
	dummyFieldName3366: -25 C / 55 C
	dummyFieldName3367: -20 C / 50 C
	dummyFieldName3368: ±0.5%
	dummyFieldName3369: E2
	dummyFieldName3370: M2
	dummyFieldName3371: MC 01 (Mechanical)
	dummyFieldName3372: 24.4 kg
	dummyFieldName3373: 450x430x400 mm
	dummyFieldName3374: 2" - 2 1/2"
	dummyFieldName3375: Cast Aluminum (AlSi10Mg)
	dummyFieldName3376: Cast Aluminum (AlSi10Mg)
	dummyFieldName3377: 
	dummyFieldName3378: 
	dummyFieldName3379: 
	dummyFieldName3380: 
	dummyFieldName3381: 
	dummyFieldName3382: 
	dummyFieldName3383: MTS1000000001
	dummyFieldName3384: Product No:
	dummyFieldName3385: MİTES MTS 40 MN FUEL METER WITH MECHANICAL NUMBER 120-1200 LT/MIN.
	dummyFieldName3386: The choice of fuel tankers and high-volume fuel transfer facilities used in more than 30 countries of the world, produced by Mites. MİTES MTS 40 MN FUEL METER WITH MECHANICAL NUMBER…  MİTES and MLB GROUP R&D fast and effective solution with the support of… It cannot be used in purchasing and selling works 
	dummyFieldName3387: Product type:
	dummyFieldName3388: Ambient Operating Temperature:
	dummyFieldName3389: Liquid Temperature:
	dummyFieldName3390: Truth:
	dummyFieldName3391: Electromagnetic Class:
	dummyFieldName3392: Mechanical Class:
	dummyFieldName3393: numerator:
	dummyFieldName3394: Weight:
	dummyFieldName3395: Size (HxWxD):
	dummyFieldName3396: Flange Diameter:
	dummyFieldName3397: Counter Body:
	dummyFieldName3398: Air Separator Body:
	dummyFieldName3399: 
	dummyFieldName3400: 
	dummyFieldName3401: Diesel-Gasoline-Kerosene
	dummyFieldName3402: -25°C / 55°C
	dummyFieldName3403: -20°C / 50°C
	dummyFieldName3404: ±0.5%
	dummyFieldName3405: E2
	dummyFieldName3406: M2
	dummyFieldName3407: MC 01 (Mechanical)
	dummyFieldName3408: 24.4 kg
	dummyFieldName3409: 450x430x400 mm
	dummyFieldName3410: 2" - 2 1/2"
	dummyFieldName3411: Cast Aluminum (AlSi10Mg)
	dummyFieldName3412: Cast Aluminum (AlSi10Mg)
	dummyFieldName3413: 
	dummyFieldName3414: 
	dummyFieldName3415: 
	dummyFieldName3416: 
	dummyFieldName3417: 
	dummyFieldName3418: 
	dummyFieldName3419: MTS1000000251
	dummyFieldName3420: Product No:
	dummyFieldName3421: MİTES MTS 10 EN ELECTRONIC COUNTER FUEL METER 50-500L/MIN.
	dummyFieldName3422: The preference of fuel tankers and high -volume fuel transfer facilities used in more than 30 countries of the world, MITES MTS MTS 10 MTS 10 Most Mechanical Numerator Fuel Meter… MITES and MLB Group R & D support with the fast and effective solution… MITES, the work we know… It cannot be used in purchasing and selling works
	dummyFieldName3423: Product Type:
	dummyFieldName3424: Ambient Working Temperature:
	dummyFieldName3425: Liquid Temperature:
	dummyFieldName3426: Accuracy:
	dummyFieldName3427: Electromagnetic Class:
	dummyFieldName3428: Mechanical Class:
	dummyFieldName3429: Counter:
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	dummyFieldName3431: Size (BXEXD):
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	dummyFieldName3433: Counter Body:
	dummyFieldName3434: Air Separator Body:
	dummyFieldName3435: 
	dummyFieldName3436: 
	dummyFieldName3437: Motorin-Benzin-Kerosen
	dummyFieldName3438: -25 C / 55 C
	dummyFieldName3439: -20 C / 50 C
	dummyFieldName3440: % ±0.5
	dummyFieldName3441: E2
	dummyFieldName3442: M2
	dummyFieldName3443: MC 01 (Mechanical)
	dummyFieldName3444: 24.4 kg
	dummyFieldName3445: 450x430x400 mm
	dummyFieldName3446: 2"- 2 1/2"
	dummyFieldName3447: Cast Aluminum (AlSi10Mg)
	dummyFieldName3448: Casting Aluminum (AlSi10Mg)
	dummyFieldName3449: 
	dummyFieldName3450: 
	dummyFieldName3451: 
	dummyFieldName3452: 
	dummyFieldName3453: 
	dummyFieldName3454: 
	dummyFieldName3455: 
	dummyFieldName3456: Product No:
	dummyFieldName3457: 1 1/2" TANKER FUEL GUN
	dummyFieldName3458: 
	dummyFieldName3459: 
	dummyFieldName3460: 
	dummyFieldName3461: 
	dummyFieldName3462: 
	dummyFieldName3463: 
	dummyFieldName3464: 
	dummyFieldName3465: 
	dummyFieldName3466: 
	dummyFieldName3467: 
	dummyFieldName3468: 
	dummyFieldName3469: 
	dummyFieldName3470: 
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